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Chassis

Steering system greasing MP0027G

Grease the wheel pivot

- Use extreme pressure grease.

- Grease the articulation between the wheel pivot
and the chassis:
* Remove the 2 caps.
+ Grease the 2 points with the grease gun: Pump

until a resistance is felt or greasing flowing out.

+ Clean the 2 greasing points.
+ Close the caps.

'9\’ ~

Grease the steering connecting rod

- Use extreme pressure grease.

- Grease the steering connecting rod:
+ Remove the cap.

+ Grease the point with the grease gun. Pump
until a resistance is felt or greasing flowing out.

+ Clean the greasing point.
+ Close the cap.
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Upper boom E - Machine sheets

Greasing the pads MP0028I

6 Consumable

Consumable HAULOTTE® code Packaging
Telescopic boom grease 4000813560 5 kg(11 Ib)can
Telescopic boom grease 4000813570 1 kg(2.2 lb)can

7 Procedure

- Position the machine on a flat and firm surface, clear of obstructions (beware of power lines).

- Put the machine in stowed position, boom and arm fully retracted and lowered. Jib in transport position.
Fully extend the telescoping boom.

- Mark out the work area (barriers, cones, marking tape) .

- Restrict access to the area (restricted access sign).

- Switch off the ignition and remove the ignition key.

- Place a do not operate tag at the start/stop switch
location to inform personnel that the equipment is
being worked on.

- Clean the boom:
* Clean the 4 sides of the boom with a clean cloth.

- Grease the boom:

-« Use telescopic boom grease.
+ Grease the 4 sides of the boom with the brush.
+ Retract/ Extend the boom to spread the grease.
+ Clean the excess on the pads.
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Turntable

Greasing the turntable rotation gearbox

6 Consumables

Extreme-pressure lithium grease

Consumable

HAULOTTE® code

2326005400

MPO0044E

Packaging
Cartridge: 0,4 1(0.1 gal US)

Extreme-pressure lithium grease

4000561720

Cartridge: 0,4 1(0.1 gal US)

7 Procedure

- Position the machine on a flat and firm surface, clear of obstructions (beware of power lines).

- Put the machine in stowed position, boom and arm fully retracted and lowered. Jib is in transportation
position and telescope is retracted.

- Mark out the work area (barriers, cones, marking tape) .

- Restrict access to the area (restricted access sign).

- Switch off the ignition and remove the ignition key.

- Place a do not operate tag at the start/stop switch
location to inform personnel that the equipment is

being worked on.

- Grease the rotation worn screw.
-+ Use extreme pressure grease.
+ Grease the rotation worn screw:

o

o

Remove the 3 caps.

Grease the points with the grease
gun: Pump until a resistance is felt or
greasing flowing out.

Clean the 3 greasing points.

Close the caps.
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Turntable

Greasing the turntable rotation gearbox MPOO044E

- Grease the rotation bearing:
« Use extreme pressure grease.
+ Grease the rotation bearing:
- Raise the arm, secure by placing a chock
under the axis of the lift cylinder.
+ Inside the slew ring:
> Remove the 2 caps.

o Grease the points with the grease
gun: Pump until a resistance is felt or
greasing flowing out.

o Clean the greasing point.
> Close the caps.

- Grease the slew ring theeth:
+ Use extreme pressure grease.

+ Grease the theeth all around the slew ring with
the brush.

In order to grease the slew ring well, pivot the
turntable several times to access all of the teeth.
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