KASUTUSJUHEND
USER’S MANUAL

(1/07)

ELKOMAT 3.2

PORTATIIVSED ELEKTRILISED KUUMAPUHURID
PORTABLE ELECTRIC FAN HEATER

I TAHELEPANU !

TUTVU HOOLIKALT ANTUD JUHENDIGA ENE SEADME KASUTUSELEVOTTU.
SEADME NOUETEVASTANE KASUTUS VOIB TUUA KAASA RASKEID OHUOLUKORDI.
HOIA KASUTUSJUHEND ALLES, ET SAAKSID SEDA VAJADUSE KORRAL KASUTADA.

Il IMPORTANT !!!

READ AND UNDERSTAND THIS MANUAL BEFORE ASSEMBLING, STARTING OR SERVICING
THE HEATER.
IMPROPER USE OF HEATER CAN CAUSE SERIOUS INJURY.
KEEP THIS MANUAL FOR FUTURE REFERENCE.
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It is ensured through internal quality control that the equipment specified here comply with the
requirements of the current Directive(s) and the relevant standards at all times.

Tootja kvaliteedikontrolli kaigus on tehtud kindlaks, et siin spetsifitseeritud seade vastab
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praegu kehtivatele direktiividele ja standarditele.

Siirrettéava sahkokayttdinen 1ampopuhallin
Portatiivsed elektrilised kuumapuhurid

ELKOMAT 3.2
Trade name used in Estonia: TALLMAC 3.2

Low voltage directive - Pienjannitedirektiivi: 73/23/EEC
Machinery directive - Konedirektiivi: 89/396/EEC
EMC- directive - EMC- direktiivi: 89/336/EEC

EN 60335-1, EN 60335-2-30, A51:95, A52:97 (Safety standards)
EN 55014:93, 55104:95, EN 61000-3-2:95, EN 61000-3-2:95
(EMC- standards)

SGS-FIMKO QY
Helsinki, Finland

Fl- certificate by SGS-Fimko, Finland
Gost-R certificate by SGS-Fimko, Finland
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TUTVU KAESOLEVA KASUTUSJUHENDIGA
HOOLIKALT ENNE SEADME
KASUTUSELEVOTTU!

Seadmetel on 1 aasta pikkune garantii materjali- ja
tootmisvigade suhtes. Tootja kas parandab praakdetaili
vOi muretseb uue detaili. Parandus- ja hooldustdid garantii
ei kata, nende eest vastutab tellija.

Garantii ei kata kasutusjuhendile mittevastavast
kasutusest, puudulikust hooldusest vdi ise tehtud
muudatustest tekkinud kahju.

SISUKORD

Kasutus
Ohutusjuhised
Kasutuselevott
Puhuri t66
Kaivitamine
Peatamine
Korrashoid

Vead seadme t60s
Tehnilised andmed
Osade loend
Elektriskeemid
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1. KASUTUS

ELKOMAT -kuumapuhurid toimivad elektritoitel.

Seadmed on varustatud suletud torukaitsmetega, téielikult
kaetud puhurimootoriga ja siseruumide termostaadiga
ning vajaliku turvavarustusega tlekuumenemise vastu.

SEADE ON ETTE NAHTUD KASUTAMISEKS AVATUD
JA SULETUD RUUMIDES. SEADMED EI VAJA
VENTILEERIMISEKS VALISOHKU.

AINULT PROFESSIONAALSEKS KASUTAMISEKS!

ELKOMAT -kuumapuhurit véib kasutada mh.
¢ ehitustel
¢ t6okohtade kiatmiseks
¢ seadmete soojendamiseks
¢ Kasvuhoonetes jne.

KASUTAMINE TOLMUSTES JA PLAHVATUS-
OHTLIKES RUUMIDES ON KEELATUD!

2. OHUTUSNOUDED

Puhurit kasutavad isikud peavad tundma seadme
kasutusjuhiseid.

Seadet sisse lilitades tuleb kontrollida, et seade on
korras ning et selle sisselllitamine ei tekita ohtu.

Seade, millel on puudusi voi rikkis seade tuleb kohe
toimetada asjatundlikku hooldusse ning seda ei tohi mingil
juhul vooluvdrku Uhendada.

Tuleb eranditeta jargida k&iki lokaalseid ohutusndudeid.

Seade peab paiknema tuleohtlikest materjalidest ohutus
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READ THESE INSTRUCTIONS CAREFULLY BE-
FORE STARTING THE HEATER!

Heater warranty covers all material and the manufacturing
deficiencies for one year. Manufacturer either repairs or
replaces the defect part. Repair work is not covered by the
warranty and it is a responsibility of the customer.

The warranty does not cover damages arising out of mis-
use, lack of proper service, unauthorized alterations etc.

CONTENTS

Use of heaters
Safety instructions
Prior to starting
Functions

To start

To stop
Maintenance
Troubleshooting
Technical specifications
Part lists

Wiring diagrams

220Nk WN =

)

1. USE OF HEATERS

ELKOMAT - heaters are electric fan heaters.

They are equipped with tubetype heating elements, totally
sealed fan motors, ambient thermostats and all necessary
equipment for protection against overheating.

THE HEATERS ARE DESIGNED FOR INDOOR AND
OUTDOOR USE IN DRY CONDITIONS.

THE HEATERS DO NOT REQUIRE FRESH AIR VENTI-
LATION.

FOR PROFESSIONAL USE ONLY.

ELKOMAT - fan heaters can be used for:

Construction sites
Work point heating
Machine pre-heating
Greenhouses etc.

*

DO NOT USE IN DUSTY CONDITIONS OR EXPLO-
SION RISK AREAS!

2. SAFETY INSTRUCTIONS

Only persons familiar with these instructions are allowed to
use the heater.

Before starting, always make sure that the heater is in
working condition, and that starting it does not cause risk
of accident.

A non-complete or damaged heater must immediately be
checked by a qualified service person, and it shall not be
connected to power before serviced.

All local safety codes must be followed.



kauguses.
Ohu vaba voolu |&bi seadme ei tohi piirata ega takistada.
Seadet ei tohi katta.

Puhuriava ei ole lubatud vdhendada ega (ihendada
sellesse dhukanalit.

Seadet ei ole lubatud kasutada vanni, dusi, basseini vms
vahetus ldheduses.

Seadet tuleb kaitsta niiskuse ja vihma eest.

Seadme sisse ei tohi sattuda vett.

Seadme sisse ei tohi suruda mingeid esemeid.
Voolujuhet tuleb kaitsta vigastuste eest.

Seadme tohib hoolduseks lahti vétta ainult vastavate
ametioskustega asjatundja.

3. KASUTUSELEVOTT

Seadet kasutavad ja seda kontrollivad isikud tuleb viia
kurssi seadme kasutuse ja kdesoleva juhendiga. Enne
seadme kéivitamist, tuleb seadme seisundit, paiknemist ja
Uhendusi visuaalselt kontrollida.

Enne seadme Uhendamist vooluvérku tuleb kontrollida
vooluvdrgu pinget ja kaitsmete amprimaéra (16 A).

4. PUHURI TOO

ELKOMAT -kuumapuhureid voib kasutada kiitmiseks,
kuivatamiseks ja ventileerimiseks.

Soovitud soojusvdimsus valitakse spetsiaalse
voimsusliliti ja soovitud ruumi temperatuur
ruumitermostaadi abil.

KUTMISEL valitakse ventilaatori tédks "peatuv’.
Sellisel juhul puhub puhur alati ainult ,sooja” 6hku.

KUIVATAMISEL valitakse "pidev” ventilaatori t60.

TUULUTAMISEL valitakse esmalt ,pidev” ja lisaks
keeratakse siseruumi termostaat asendisse OFF.
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The heater must be located with a safe distance from all
combustible materials.

Do not block the air intake of the heater.
Do not cover.
Do not block or choke the air outlet. Do not use ducting.

Do not use close to bathtubs, showers, swimming pools
etc.

Keep out of rain and water spray.
Prevent water from penetrating the heater.

Prevent all objects and particles from penetrating the
heater.

See that the power supply cable is protected from being
damaged.

Only qualified service persons are allowed to open the
heater.

3. PRIOR TO STARTING

People using and controlling the heater must be ade-
quately trained for the use of the heater.

Before starting, the condition, outer wiring and placing of
the heater must be visually checked.

Check the line voltage and fuse size (16 A) before plug-
ging in the heater.
4. FUNCTIONS

ELKOMAT -fan heaters can be used for heating, drying
and ventilating.

Heat output range is selected by the selector switch and
the desired ambient temperature with the room thermostat.

For HEATING USE, choose fan function “intermittent”.
This way the out-blown air is always “warm”

For DRYING USE, choose fan function “continuous”.

For VENTILATION, choose fan function “continuous” and
turn the room thermostat position “OFF".



5. KAIVITAMINE

I KASUTUSNOUANNE !!

Alusta kutmist “pideva” puhumisfunktsiooni abil ja
vaheta “pausidega” reziimile alles peale seda, kui
ruumis on soovitud temperatuur.

Nii tduseb temperatuur kéetavas ruumis kiiremini
soovitud tasemele.

Vali kas “pidev” vdi “pausidega” puhumine ventilaatori
to6 luliti abil. .

Lilita pistik kontakti.
NB! LUBATUD ON AINULT MAANDATUD KONTAKTI
KASUTAMINE!

“Pausidega” ventilaatori t66 korral p&6ra siseruumi
termostaati suurema naitajani, kui on imbritseva
keskkonna temperatuur.

Puhur kaivitub viivitusega jareljahutustermostaadi poolt
juhituna, kui kiitteelemendid on piisavalt kuumad (viivitus
umbes 1-2 minutit), sellise kasutusviisi puhul tundub
seadme poolt puhutav &hk alati soe.

“Pideva” puhurit66 puhul kdivitub ventilaator koheselt, kui
pistik on pandud kontakti.

P&dra siseruumi termostaati suurema naitajani, kui on
Uimbritseva keskkonna temperatuur ja seade hakkab
kutma.

Soovitud kittevdimsus (2,2 tai 3,2 kW) valitakse vGimsuse
valiku lliti abil.

Soovitud siseruumi temperatuur valitakse termostaadi
nuppu keerates (0...40 °C).

6. PEATAMINE

Poora siseruumi termostaat asendisse OFF ja
ventilaatoritéo llliti asendisse ,pausidega”. .

Oota, kuni termostaadi poolt juhitud jareljahutusaeg |6peb
ja ventilaator peatub.

NB! VENTILAATOR VOIB JAR_I_ELJAHUTUSE AJAL 2-3
KORDA PEATUDA JA TAAS KAIVITUDA.

Vota pistik seinast.

7. KORRASHOID

Hoia puhur puhtana. Seadmel ei tohi lasta kokku puutuda
vihma voi veejoaga.

Puhasta puhurit korraparaselt niiske lapiga vms. ARA
KASUTA PESEMISEKS VEEVOOLIKUT EGA
SURVEPESURIT!

Taga, et voolujuhe ja pistik oleksid vigastamata.
Vigastatud osa tuleb koheselt vahetada professionaalse
hooldustddétaja poolt.

Kontrolli juhtmete ja ohutusseadmete funktsioneerimist
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5. TO START

I HINT !!

Start heating using “continuous” fan function and switch
to “intermittent” when ambient temperature has risen to
desired level.

This is the quickest way to stabilise temperature in a
room.

Choose either “intermittent” or “continuous” fan function.

Connect the plug into a wall outlet.
NOTE: USE GROUNDED OUTLET ONLY!

When “intermittent” fan function is chosen, set the room
thermostat to a higher temperature than prevailing ambi-
ent.

Fan is controlled by cooldown thermostat and has a de-
layed start (approx. 1-2 minutes) when the heating ele-
ments are warm enough. This way the out-blown air feels
always “warm”.

When “continuous” fan function is chosen, fan will start
immediately.

Turn the room thermostat to a higher temperature than
prevailing ambient and the heater starts heating.

Heat output (2.2 or 3.2 kW) is selected by means of the
output selection switch.

Turn the thermostat knob to desired ambient temperature
(0...40 °C).
6. TO STOP

Turn the ambient thermostat to position “OFF“and fan
function switch to position “intermittent”.

Wait until the thermostat controlled downcooling period is
over and the fan stops automatically.

NOTE! THE FAN MAY STOP AND START 2-3 TIMES
DURING THE DOWNCOOLING PERIOD.

Disconnect the plug.

7. MAINTENANCE

Keep the heater clean. Keep heater away from rain or wa-
ter spray.

Clean the heater regularly with a soft, damp cloth. NEVER
USE WATER SPRAY OR PRESSURE WASHER!

Make sure that the power supply cable and plug are un-
damaged. Any damaged component must immediately be
replaced by a competent service technician.

The wiring and safety equipment of the heater must be
checked regularly. When needed, have a competent ser-
vice do the checking.












